
EHH-3 Stainless Steel Traffic Door  
Stainless steel traffic doors with Vision panels that provide a sleek appearance.  

The EHH-3 is constructed of a 3/4” sustainable, moisture
resistant composite wood core and clad full height on both 
sides with 20 gauge stainless steel.  Standard scratch resistant 
vision panels are installed �ush to provide a very sleek 
appearance. Custom size windows, impact plates and 
other options are available.   
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A  S E N N E C A  C O M P A N Y

Eliason 



Standard Specifications

Construction
Core: Moisture Resistant Composite Wood
Door Thickness: 1"
Finish: 20 Gauge Full Height Stainless Steel 
Hinge:  Eliason Easy Swing® Hinge System
Window: Standard Scratch Resistant 9” x 14” Acrylic Vision Panels 

   are Installed Flush to the Surface

Opening Limits

Height, Full     Height, Dutch    Width 

Minimum:  78”              N/A      18” 

Maximum:  96”            N/A 96”

Fasteners: 
Top Pod: 1/4” - 20 Flat Head Screws 
Bottom Leaf: 1/4” - 20 Flat Head Screws w/ Nylon Lock Nut 
Edge Trim: #10 x 1/2“ Pan Head Sheet Metal Screws
Panel to Bearing Plate: 5/16” -  18“ x 3/4” Hex Head w/Nylon 
Lock Nut 

Stainless Steel 

Color Options:

EHH-3 Stainless Steel Traffic Door  

Actual color samples should always be requested if color 
accuracy or matching is key to your decision.

EEHH3-FL-22423

Specifications, Construction and Color Options   
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Vision Panel: 
Size: 9” x 14” 
Material: Double Pane Clear Acrylic Safety Glass 
Edging: Flush Set, Black Silk Screen Edge

Panel: 
Core:  3/4” Moisture Resistant Composite Wood
Surface Finish:  Stainless Steel, #4 Wet Polish 
Impact Protection: Optional Impact Plates and Bumper 
Strips

Edge Trim: 
Top: N/A 
Bottom: N/A 
Swing: N/A 
Jamb: Stainless Steel Back Channel

Hardware: 
Hinge: Eliason Hidden Hardware Easy Swing® Hinge 
System Material: Zinc Plated Steel 


