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If factory setting is changed
RECORD CHANGES BELOW
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Output 1

Output 3

Output 2

40-day
PositionTrak™
Battery Pack

Note:

INSTALLER WIRED - DRY CONTACT

Sensor Wires — 5 conductor
Shielded cable
Ground shield to AC ground
I
H

Comm.

Open (NO)
Comm.

Close (NO)
Comm.

Stop (NC)
Comm.

Chain Hoist (NC)

FROM MOTOR WIRE CAVI

Comm.

Safety (NC)
Comm.

Open/Close (NO)

UL235 (Option) |:

Comm.
Door Lock (NC)
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Pins 1, 3,5, and 7 on
“D” connector & 1, 3,
and 7 on “E” connector
Are common

4321

O |f factory setting is changed
RECORD CHANGES BELOW

Input 1 Connect to D2 & D1

Input2 Connect to D4 & D3

Connect to D6 & D5

NI

Input4 Connect to D8 & D7

Connect to E2 & E1

Connect to E4 & E3
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INSTALLER AC Ground
WIRED | 24 VAC With UT1
@ 36 VAC
& st
10 _
24 VAC 1A max.
Accessories 3 UT1' St
) AcinL1 [l & &
By B ACinL2 &S |
o NULL (3" phase AC)
5' § Battery Backup +
o (Fused Battery) - s IB-
o H AC Ground
L G3
| 24 VDC supply - - Outpat 16
< Brake
| Open Output 3 17
ACGnd. ¢ Clzse Output 2 18
(Factory wired) £
24 VDC when ON
ah 24 VDC total 1A max. e
FUSING TABLE
AC DIN rail Fuse rating Suggested
Application Supply| Fuse |(Amps)| (Volts) Type Model #
AC Gnd. Primary 115 |L1andL2] 20 | 600 |SlowBlow| CCMR 20
(Wire to chassis) 208 |L1andL2| 12 | 600 |SlowBlow| CCMR 12
- 230 |L1andL2| 10 600 |Slow Blow| CCMR 10
@ 460 [L1andl2| 5 600 |SlowBlow| CCMR5
a 575 |L1andL2| 4 600 |SlowBlow| CCMR4
-~ Secondary S1 20 600 |SlowBlow| CCMR 20
S —_ = Accerssories (AC) UT1 1 250 |FastBlow| ABC-1-R
Green | O > Note: Model # refers to BUSSMAN for ABC series
E |§ g Model # refers to LITTLEFUSE for CCMR series Ver: 3.2
°
White (U1) E 3 g COMMERCIAL AC VOLT SELECT From
[ N Transformer
E g a (factorywired)
Sa RED
Red (V1) ﬁ E 5 Only this wire 575v |2 O’g—
needs to be moved WHITE
&' 8 E to select other voltages 460 v |§ ® @_
Black (W1 FO< (115 VAC is factory wired)
Wi, e 230v [9] @ME
— £ ® GREEN
o| o)==
. o I7) BLUE
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